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2 27 LM : Intel Xeon CPU Max 9480 (56 cores, 1.9 GHz, 3.4 TFlops) x 2
°/Z7"L\P : Intel Xeon Platinum 8480+ (56 cores, 2.0 GHz, 3.6 TFlops) x 2

/home + /work 15PB (Lustre)
DDN EXA Scaler

FEERE | 67.6 TB (27 LM: 128GB/node, ¥ 2 7 LP: 512GB/node) : k| g2 e
74>/ —F x2 | B

Intel Xeon 8480+, 256GB CfCA H PC* V4 I\ |7 — 7

100 Gbps
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an[09-14] k@
10Gbps or 25Gbps
%..\:l 7 #: 300

FEEAE: 1 TB/node
an[09, 11, 12] Intel Xeon CPU E5-2697 v4 (2.3 GHz,18 cores) x 2
an[10, 13, 14] AMD EPYC 7713 64 core x1

GPUZ 72 A%
SHEANE S SR B

Intel Xeon 6521P x1, NVIDIA RTX PRO 6000 Blackwell SE 2E&/node, 1 node
AMD EPYC 7742 (64 cores) x 2, NVIDIA A100 SXIM 40GB 8EE / node, 2 nodes

AMD EPYC 7402P (24 cores) x 1, NVIDIA A100 PCle 40GB 4%t / node, 2 nodes

AMD EPYC 7453 (28 cores) x 1, NVIDIA A100 PCle 80GB 4£E / node, 2 nodes

AMD EPYC 7443 (24 cores) x 1, NVIDIA A100 PCle 80GB 1£ / node, 1 nodes
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/cfca-work 121TiB

DDN EXAScaler
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FRERE: &% 4GB/core (£/ — FDFEE)
AMD Ryzen9 9950X3D (4.3 GHz, 16(32) cores), 64 GB ( 2-‘-‘)
AMD Ryzen9 3950X (3.5 GHz, 16(32) cores),128 GB (328)
AMD Ryzen9 3800X (3.9 GHz, 8(16) cores), 64 GB (158)
AMD Ryzen9 3700X (3.6 GHz, 8(16) cores), 64 GB (32&)
AMD Ryzen7 5800X (3.8 GHz, 8(16) cores), 64 GB (4%)

/home 349 TiB

AMD Ryzen7 5700 (3.8 GHz, 8(16) cores), 64 GB (15&) o
AMD Ryzen7 2700X (3.7 GHz, 8(16) cores), 64 GB (6&) 7 Vi ’r }l/-v- ——/\
AMD Ryzen7 2700 (3.2 GHz, 8(16) cores), 64 GB (4%&) = 25 ot fese
AMD EPYC 7713 (2.0 GHz, 64(128) cores),512 GB (25) T HEERORE
AMD EPYC 9254 (2.9 GHz, 24(48) cores),128 GB (1&)

wa =115 PB
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2 7% 528

FidEARE: 512 GB/node

AMD EPYC 7402 (24 cores) x 2 / node, 6 nodes
AMD EPYC 74F3 (24 cores) x 2 / node, 4 nodes
AMD EPYC 7443 (24 cores) x 2 / node, 1 nodes

120 TiB (cfcafs[26-36],[38-48])
1.6 PiB (fs50, fs51)

2.1 PiB (fs52, fs60, fs61, fs62)
1.5 PiB (glv0)
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